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A dielectric plasmonic photonic crystal for manipulating surface plasmon polariton �SPP� fields has
been designed, fabricated, and tested. The band structure of SPP fields inside the plasmonic photonic
crystal has been calculated using the plane wave expansion method and validated by full wave
numerical simulations. The fabricated device was characterized using our far-field SPP imaging
technique. The transmittance of incident SPP waves is about 5% at 1520 nm �a designed band gap
frequency�, confirming the designed band structure. The results show, both experimentally and
theoretically, a complete two-dimensional band gap for in-plane SPP waves. The SPP fields at
frequencies within this specified 0.14�a /2�c-wide band gap frequency range are forbidden to
propagate through the plasmonic photonic crystal. © 2008 American Institute of Physics.
�DOI: 10.1063/1.3043581�

Surface plasmon polaritons �SPPs� are electromagnetic
surface waves formed through strong interaction between op-
tical electromagnetic fields and electron density oscillations
on a metal-dielectric interface. One of the unique SPP prop-
erties is that their wavelength can be shorter than the wave-
length of optical field in the surrounding dielectric media,
leading to applications relying on subdiffraction-limited
resolution.1–3 However, excitation and control of SPP fields
have not yet been advanced in a systematic fashion as, for
example, for optical fields in free space. Recent work on
Fourier plasmonics starts exploiting both refractive4,5 and
diffractive6,7 SPP devices. Moreover, SPP fields can be ex-
cited and manipulated by photonic crystal lattices �PCLs�
similar to that of light in photonic crystals made of dielec-
trics. For example, due to Bragg resonance at the boundaries
of Brillouin zones, the SPP fields in a specified frequency
range are forbidden to propagate through a periodic array of
in-plane metallic bumps, which has been used to make
waveguides with subwavelength confinement,8,9 high-
efficiency Bragg reflectors,10 and resonators11 for SPP fields.
However, it is difficult, if possible, to analytically calculate
the band structure of these metallic plasmonic photonic crys-
tals �PPCs� using conventional methods such as the plane

wave expansion �PWE� method12 and the multiple scattering
theory.13 In this letter, we introduce a metallodielectric PPC,
where the PCL is implemented in the dielectric material on
the metal-dielectric interface. The band structure of the PPC
has been theoretically calculated using the PWE method, ex-
hibiting a complete wide two-dimensional �2D� band gap for
SPP fields. The experimental testing and numerical simula-
tions of such a fabricated device confirm the band structure,
validating our approach.

Figure 1�a� shows the structural geometry of our PPC
design consisting of a 2D array of high dielectric constant Si
cylinders surrounded by low dielectric constant air on the
surface of Al. The Si cylinders are 200 nm in diameter and
400 nm in height, and they are arranged in a square mesh
with a lattice constant of a=500 nm. Since Si–Al and air-Al
interfaces have different effective indices for in-plane SPP
waves, the equivalent potential diagram in quantum mechan-
ics would correspond to an electron propagating in a real
crystal or light propagating in photonic crystals. This peri-
odic potential contrast can cause strong scatterings near the
boundaries of Brillouin zones, thus modifying SPP’s disper-
sion and resulting in a complete band gap caused by Bragg
resonances. For experimental validation, we integrate the
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FIG. 1. �Color online� �a� Schematic of PPC’s geometry with design parameters of a=500 nm, D=200 nm, and h=400 nm. �b� SEM micrographs of the
integrated structure consisting of nanohole array 1, a PPC, and nanohole array 2.
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PPC with two 2D nanohole arrays on a single “chip” for
excitation and detection as discussed in Ref. 6 �see Fig.
1�b��. The chip consists of a pair of 2D nanohole arrays and
the PPC between them. Nanohole array 1 will allow to excite
SPP fields that will be incident onto the PPC and the trans-
mitted SPP field will be scattered by array 2 into free space
for detection and assessment of the PPC properties.

For propagating SPP waves along the x direction �see
Fig. 1�, there are three field components, Ex, Hy, and Ez,
which can be expressed as

E = E0� jkz/kx

0

1
�exp�− jkxx − kzz� , �1�

H = −
E0���r��0

kx �0

1

0
�exp�− jkxx − kzz� , �2�

where kx=kSPP=k0��m��r� / ��m+��r��, kz=�kx
2−��r�k0

2, and
�m and ��r� are permittivities of Al and air �or Si�, respec-
tively. These electric and magnetic field components are not
independent as the eigenstate for one component is also the
eigenstate for the other two components. Due to the bound-
ary continuity, the Ez component has been chosen to form
eigenfunctions and used to calculate the band structure of the
PPC using the PWE method. Since most of SPP’s energy is
confined on the surface, it is therefore reasonable to simplify
Eq. �1� to consider Ez at z=0,

Ez�r� = E0 exp�− jkSPPr� . �3�

For in-plane SPP propagation, as reported in Refs. 6 and 7,
the effective wavevector can be expressed as kSPP with the
still valid Helmholtz equation

1

�SPP�r�� �2

�x2 +
�2

�y2	Ez�r� =
�2

c2 Ez�r� , �4�

where �SPP�r�= �kSPP /k0�2=�m��r� / ��m+��r��. By expanding
Ez�r� and �SPP�r� in reciprocal space using Bloch theory, the
eigenfunction of our PPC can be derived as



G�

�SPP
r ��G� − G�� ���k� + G� ��k� + G�� �Ez�G� � =

�2

c2 Ez�G� � . �5�

For simplicity, we use Drude model for the permittivity of Al
and since the band structure is only determined by the real

part of the permittivities,14 we do not consider the imaginary
part of the permittivity ��m=1−�p

2 /�2, where the plasma fre-
quency �p is 2.24�1016 rad /s�.15 The permittivities of air
and Si are set 1 and 12.4, respectively. The calculated band
diagram �see Fig. 2�a�� shows a complete 0.14�a /2�c-wide
2D band gap from 0.28�a /2�c to 0.42�a /2�c. The com-
plete 2D band gap results from high contrast between air and
Si cylinders in �SPP�r�.

This band structure is next validated by full wave three-
dimensional �3D� finite element simulations �with 400 nm
high Si cylinders on the Al surface� using COMSOL MULT-

IPHYSICS 3.4, as shown in Figs. 2�b�–2�d�. A SPP wave,
propagating from left to right, is launched at the left side of
the simulation region. The periodic boundary condition is
implemented in the vertical direction and the perfect
matched layer boundary condition is applied on all other
boundaries to eliminate the reflection. The permittivity of
Al is still described by the Drude model ��m=1−�p

2 /���
− j��� but with a damping coefficient of �=1.22
�1014 rad /s.15 We observe �see Figs. 2�b� and 2�d�� that the
SPP wave can propagate inside the PPC in the second and
the first bands at the frequencies of 0.48�a /2�c and
0.22�a /2�c. However, in the band gap occurring at the fre-
quency of 0.39�a /2�c �see Fig. 2�c��, strong attenuation can
be observed and the SPP field propagation is forbidden.

We fabricated the sample with the following steps: �i� a
glass substrate was cleaned and coated with 5 nm thick Ti
and 100 nm thick Al films; �ii� a 1.5 �m thick polymethyl
methacrylate �PMMA� layer was spun onto the Al plate and
the designed PPC features were defined in PMMA by direct
E-beam writing; �iii� 400 nm thick amorphous Si was depos-
ited over the PMMA mask; �iv� using acetone lift-off, the
PMMA mask was removed, forming the designed Si-based
PPC on the Al film surface; �v� the entire sample was then
covered again with a 200 nm thick PMMA layer for the
fabrication of two nanohole arrays, 1 to the left and 2 to the
right of the PPC; �vi� the PMMA was e-beam patterned to
create 100�100 �m2 nanohole arrays consisting of nano-
holes with a diameter of about 300 nm on a 1.6 �m period
square grid; �vii� the nanohole arrays were transferred to the
Al film by wet chemical etching and PMMA was then re-
moved using acetone. The SEM micrograph of the Si-based
PPC on the Al film is reproduced in the inset of Fig. 1�b�.

The fabricated PPC consists of 20 and 80 lattice ele-
ments in the longitudinal and the transverse directions of the
propagating SPP field, respectively. The integrated device
was characterized using our far-field SPP detection system at

FIG. 2. �Color online� �a� Calculated
band structure of the proposed PPC
using the PWE method with 289 plane
waves. A 0.14�a /2�c-wide 2D com-
plete band gap can be observed from
0.28�a /2�c to 0.42�a /2�c. Full
wave 3D finite element simulations
show �Hy� of SPP waves propagating
inside the proposed PPC at different
frequencies. �b� 0.48�a /2�c �corre-
sponding to the 2nd band�. �c�
0.39�a /2�c �corresponding to the
band gap�. �d� 0.22�a /2�c �corre-
sponding to the first band�.
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the wavelength of 1520 nm �0.33�a /2�c�.6,16,17 Incident
light used for excitation of SPP waves in nanohole array 1
was polarized at 45° in the Cartesian coordinate system of
the nanohole array grid. The SPP field transmitted through
the PPC was radiated on nanohole array 2 and the scattered
free space modes were transmitted through an orthogonally
oriented polarization analyzer and imaged by a lens onto a
charge coupled device camera for detection and analysis.

Figures 3�a� and 3�b� show the measured SPP time-
averaged intensity maps as the SPP field is excited in nano-
hole array 1, propagates through the PPC, and the transmit-
ted SPP scatters from nanohole array 2 �see the labeled
regions�. The width of the excited SPP beam is about 10 �m
and its convergence is controlled within a half angle of 2°.
Note that the SPP excitation spot in nanohole array 1 is not
in the field of view of the images shown in Figs. 3�a� and
3�b� �i.e., the excited SPP waves enter the left boundaries on
the images�. The PPCs in Figs. 3�a� and 3�b� are fabricated
for operation with normally incident SPP fields to propagate
along �1, 0� ��-X� and �1, 1� ��-M� orientations of the PPC
lattices, respectively. Since the ratio between the measured
out-coupled intensities can represent the ratio between SPP
energies at different spots,18 we calculated, from the experi-
mental data, the ratio between out-coupled SPP intensities at
two spots, right before and after the PPC, to evaluate the
transmission coefficients. The measured transmittances are
about 5.4% and 5.8%, respectively, which are about six times
less than the transmittance observed with a 400 nm high Si
slab on an Al surface.6 To have visual comparisons, the insets
in Fig. 3�a� show the image of unperturbed SPP propagation
on a continuous nanohole array �top� and the SPP’s transmis-
sion through the first passing band of another PPC with a
=1000 nm. For both PPC orientations shown in Figs. 3�a�
and 3�b�, the incident SPP waves cannot propagate through
the PPC since the wavelength of 1520 nm �0.33�a /2�c� lies
within the complete band gap of the PPC, as expected from
Fig. 2�a�. Numerical simulations in Figs. 3�c� and 3�d� also
confirm our measured results, showing strong attenuation
inside the PPC for both lattice orientations. However, it
should be noted that compared to numerical simulation at

0.39�a /2�c �see Fig. 2�c��, the SPP fields at 0.33�a /2�c
decay slower �see Fig. 3�c��, although the value 0.33�a /2�c
lies closer to PPC’s midgap frequency. This might be due to
lower effective index caused by finite height of Si cylinders
that is about four times shorter than the SPP’s evanescent tail
extending into the dielectric medium. Lower effective index
can cause blueshift of PPC’s band structure.

In summary, a PPC, which can modulate the propagation
of in-plane SPP waves, has been designed, fabricated, and
validated experimentally. The band structure has been calcu-
lated using the PWE method with proper approximations.
It shows a complete 0.14�a /2�c-wide 2D band gap. This
complete band gap is verified by full wave 3D numerical
simulations using the actual geometry of the fabricated
device and confirmed by experimental characterizations.
In the future, our metallodielectric approach to PPC with
an appropriate design of the desired band structure will
allow more accurate design and realization of PPC-based
on-chip waveguides, reflectors, and resonators. In addition,
numerous phenomena that have been observed in conven-
tional dielectric photonic crystals, including superprism,19

self-collimation,20 and negative refraction21 can be also dem-
onstrated for SPP waves.
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FIG. 3. �Color online� ��a� and �b�� Measured SPP time-averaged intensity
maps as the SPP field is excited in nanohole array 1, propagates through the
PPC, and the transmitted SPP scatters from nanohole array 2 at 1520 nm
�0.33�a /2�c�. ��c� and �d�� Numerical mappings of �Hy� of SPP waves
propagating inside the proposed PPC at 0.33�a /2�c. The SPP waves are
incident along the PPC’s lattice orientations: ��a� and �c�� �1, 0� and ��b� and
�d�� �1, 1�. The insets in �a� represent the unperturbed SPP propagation on a
continuous nanohole array �top� and propagation through a PPC with a
=1000 nm �the working wavelength is located in the first band� �bottom�.

231105-3 Feng et al. Appl. Phys. Lett. 93, 231105 �2008�

Downloaded 11 Aug 2009 to 132.239.134.119. Redistribution subject to AIP license or copyright; see http://apl.aip.org/apl/copyright.jsp

http://dx.doi.org/10.1038/nature01937
http://dx.doi.org/10.1126/science.1114849
http://dx.doi.org/10.1364/OL.30.000893
http://dx.doi.org/10.1063/1.2772774
http://dx.doi.org/10.1063/1.2772756
http://dx.doi.org/10.1063/1.2772756
http://dx.doi.org/10.1038/nnano.2007.185
http://dx.doi.org/10.1103/PhysRevLett.86.3008
http://dx.doi.org/10.1364/OPEX.13.003303
http://dx.doi.org/10.1103/PhysRevB.73.155416
http://dx.doi.org/10.1021/nl070403y
http://dx.doi.org/10.1103/PhysRevLett.65.3152
http://dx.doi.org/10.1103/PhysRevB.61.1892
http://dx.doi.org/10.1103/PhysRevB.71.195106
http://dx.doi.org/10.1103/PhysRevB.62.15299
http://dx.doi.org/10.1063/1.1883334
http://dx.doi.org/10.1103/PhysRevLett.95.177401
http://dx.doi.org/10.1103/PhysRevB.58.R10096
http://dx.doi.org/10.1063/1.123502
http://dx.doi.org/10.1038/423604b

